
PAC Pooltemper 
Durable,  Trusted,  Efficient and Always connected



PAC Pooltemper PrimeMax  is compatible with all types of swimming pool systems, including  both Overflow and Skimmer systems. It can be installed in newly 

constructed pools as well as retrofitted into existing pools with ease.

Pooltemper

PAC Pooltemper PrimeMax also be able to adjust pool temperature in cooling mode by the refrigerant direction control device which allow HEAT EXCHANGER 

to work in the opposite way and provide cool swimming pool as well.

PAC POOLTEMPER PrimeMax Working Principle

PAC Pooltemper
Durable,  Trusted,  Efficient  &  Always connected

PAC Pooltemper Prime MAX is a high-efficiency water temperature control system for pools and spas. 

Designed with Full Inverter Technology, it optimizes energy use with precise power adjustment based on 

real-time  temperature. The  system  automatically  lowers  energy consumption when  the  desired 

temperature is reached and supports integration with Solar PV systems for enhanced renewable energy 

use.

With PACConnect™, users can control and monitor the system remotely via 4G or WiFi, from both Android 

and iOS devices. Fan and compressor speeds are auto-adjusted to minimize noise, ensuring quiet 

operation for peaceful environments.

It uses eco-friendly R32 refrigerant and RoHS-compliant materials, and supports water temperatures from 

10°C to 40°C, making it ideal for pools, spas, hydrotherapy, and jacuzzis of all types.

Full Inverter Tech

Heating & Cooling PAC Connect Ready

R32 Refrigerant

Easy Control

Low NoisePV Ready      

Pooltemper

PAC Pooltemper PrimeMAX  is built with  by  Heat Pump Inverter 

System Technology which work similarly to an air conditioning system. 

It starts from the fan that pulls natural air through an evaporator coil 

(in heating system). The refrigerant will absorb heat and turn liquid into 

gas. The refrigerant will be pulled into the compressor. Then the 

compressor will compress the refrigerant to increase its temperature 

and will be sent to HEAT EXCHANGER to heat water from swimming 

pool. The lower temperature and pressure will make the refrigerant 

changed into liquid, then pass through the expansion valve and 

evaporator to release the cool temperature out.
* Heating Mode

*

Pooltemper

Compatible with  

All types
of swimming pool systems.



PAC Pooltemper PrimeMax is designed for ultra-quiet operation, featuring automatic variable-speed 

control to maintain the desired temperature without frequent start-stop cycles. This ensures stable water 

temperatures in both heating and cooling modes. With a temperature adjustment range from 10°C to 40°C, 

the system supports a wide variety of applications, including swimming pools, hydrotherapy pools, spas, 

and jacuzzis.

PAC Pooltemper PrimeMax เis the latest-generation inverter-based pool temperature control system, 

engineered with advanced Full Inverter technology for superior energy efficiency.Compared to conventional 

pool heaters, it significantly reduces energy consumption and delivers outstanding performance with a 

COP (Coefficient of Performance) of up to 14.50.

PAC Pooltemper PrimeMax

PAC Pooltemper PrimeMax  powered by Full Inverter Technology, 

automatically adjusts the compressor and fan speeds according to pool 

temperature requirements. Once the target temperature is reached, the 

system reduces speed to maintain it efficiently, increases speed when 

heat is lost, and pauses operation when conditions are stable - ensuring 

consistent performance and a steady water temperature.

With a high-precision Electronic Expansion Valve (EEV), it delivers efficient 

refrigerant management, while noise is minimized through smart modulation 

of fan and compressor speed for quieter operation.

Maximized Energy Efficiency with Advanced Full DC Inverter Technology

Operation Time

Target
Temperature

NORMAL FIXED SPEED

Special Feature of PAC Pooltemper PrimeMAX

PAC Pooltemper PrimeMax  equipped with Full Inverter Technolo-

gy, is designed to create a tranquil environment for users by minimizing 

operational noise.Noise reduction is achieved through a combination of a 

specially engineered EPP acoustic enclosure, a custom blade guard, and an 

optimized airflow design. After undergoing extensive testing and refine-

ment, the system is capable of maintaining an exceptionally low noise 

level, operating at just 38 to 43.5 dB(A) measured at a distance of 1 meter.

Low Noise Operation 

3.5 inch. Touch Screen Color Display

PAC Pooltemper PrimeMAX  offers intelligent control and seamless  

wireless connectivity with the PACConnect™ system, enabling remote  

operation via 4G or WiFi through a mobile app compatible  with Android 

and iOS. The system supports easy monitoring and configuration,  and 

features a 3.5-inch intuitive LCD touchscreen that can be installed separately 

for flexible access and user convenience.

ระบบควบคุมทางไกลอัจฉร�ยะ PACConnect™

PACConnect™

PAC Pooltemper 
Inverter
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เis the latest-generation inverter-based pool temperature control system, เis the latest-generation inverter-based pool temperature control system, 

What is the perfect 
Pool Temperature ?

For Competition, Diving 
and Practicing

For Exercise, Adult 
Swimming Course

For relaxation

For Children Swimming Course

For Children & Baby

For Aquatic Therapy
Hydrotherapy

For Spa

Reference: Pool Water Technical Advisory Group (PWTAG)



The PV Ready system of PAC Pooltemper enables users to optimize 

the unit’s operation in alignment with the energy generated from 

solar panels. This feature enhances overall energy efficiency, 

reduces reliance on grid electricity, and effectively supports the 

use of renewable energy sources.

PV Ready 

อินเวอรเตอร   

Home Charger  Battery  

Inverter

PAC Pooltemper PrimeMax

PAC Pooltemper PrimeMax

COP 14.50

Compatible with solar photovoltaic (PV) systems, PAC Pooltemper 

allows seamless integration with solar energy, reducing electricity 

consumption from the grid and enhancing overall energy efficiency.

Users can configure the system’s maximum operating frequency based on real-time solar power availability, adapting to the output of the solar inverter 

for optimal use of renewable solar energy.

11 15More than 15 years experiences 

in Heating and Cooling 

Temperature Solution.

Site survey, installation design 

and consult provided by 

professional engineer.

Professional After 
Sales Service

Many models provide and 

serve to all customer 

requirements.

Complete Parts and Equipment 

availability. Worry free about 

fixing, maintenance, and error.

PAC is No.1 leading brand of 

energy saving pool temper.

Why PAC Pooltemper 



12/2 Vision Business Park Phase 2, Soi Ramintra 55/8,

Ramintra Rd.,Tarang, Bangkhen, Bangkok 10230 Thailand

Tel : 02-347-0447 , Fax : 02-3470448

Email : info@pac.co.th   www.pac.co.th

@2025 PAC All rights reserved
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Testing Condition

A : Ambient temp 27°C/Humidity 80%RH ; Inlet water 26°C

C : Ambient temp 35°C/Humidity 70%RH ; Inlet water 28°C

*According to IEC/EN 60335-1

4G DTU Wifi Module

PPX-015HP PPX-030HP PPX-050HP PPX-060HP PPX-080HP

1.38-7.60 1.84-11.08 2.90-18.90 9.80-24.60 13.70-35.10

4,710 - 26,000 6,300 - 38,000 9,900 - 64,500 33,400 - 84,000 46,700 - 119,800

0.10-1.29 0.13-1.80 0.20-3.10 0.69-3.62 0.96-5.16
13.80-5.89 14.20-6.16 14.50-6.10 14.20-6.80 14.30-6.80

1.81-2.87 2.10-4.03 4.41-8.42 5.85-14.80 7.57-21.10

6,200 - 9,800 7,200 - 13,800 15,000 - 28,700 20,000 - 50,500 25,800 - 72,000
0.61-0.98 0.66-1.31 1.53-3.37 1.85-5.27 2.38-7.48
2.99-2.94 3.17-3.08 2.89-2.50 3.16-2.81 3.18-2.82

5.40 7.64 13.92 6.70 9.56

6.80 11.50 15.72 10.80 11.7

1.57 2.35 3.61 6.30 7.0

Heating capacity (A)

Heating capacity (A)
Power input (A)
COP(A)

Cooling capacity (B)
Cooling capacity (B)
Power input (B)

COP(B)
Rated running current (A)
*Max running current

*Max power input

Power supply
Compressor type

Compressor quantity
Heat exchanger type
Refrigerant type

Fan quantity
Fan motor type

Fan direction
Air flow rate

Air flow rate
Sound pressure @ 1m
Water connection
Water flow requried

Water pressure drop
Casing material
Casing color
Unit dimension (LxWxH)

Net weight

kW

BTU/h

kW

kW
BTU/h

kW

A

A
kW

CMH

CFM
dB(A)
inch

m3/h
kPa

mm

kg

1

R32

Titaniam coil in PVC (Tube in shell)

Inverter rotary

DC Inverter
Horizontal

220-240V/1Ph/~50Hz 380-415/3Ph/~50Hz

1

2,500 3,500 4,800 4,500 4,800

1,470 2,060 2,825 2,650 2,825

39-47 38-48 42-53 47-53 47-55

3.0 4.7 7.5 10.0 12.0
1.8 2.7 6.0 14.0 17.0

935x360x608 935x360x608 1048x453x767 1160x490x862 1160x490x862

41 43 60 98

PPX-060HPS

3.10-24.30

10,600 - 82,900

0.22-3.80
14.10-6.40

5.0-12.30

17,100 - 42,500
1.52-4.24
3.30-2.90

17.90

22.50

4.96

4,500
2,650

44-53

10.0
14.0

1160x490x862

85 98

ABS Plastic

Black

1-1/2''
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line:@pac.th

PAC Pooltemper PrimeMax

3.5 inch. Touch Screen Color Display



สวนหนึ่งของลูกคาที่ไววางใจ

PAC Pooltemper PrimeMax

Pool Villa

Cape Yamu Villa 

Anantara Layan Villa 

Avadina Hill Villa 

Amanpuri Villa 

Andamaya Surin

Ayara Surin villa 

Andara Villa

Amanpuri Villa 

Four Season Samui

Avani+ Khao Lak

The Peninsula Bangkok 

Sheraton Grande Sukhumvit

THANN Wellness Destination Ayutthaya

Kirimaya Golf Resort Spa Khaoyai

V Villas Hua Hin - M Gallery

InterContinental Hua Hin Resort

Smile Lanna Hotel – Chiangmai

Panviman Chiangmai Spa Resort

Four Seasons Resort Chiang Mai

Montis Resort Pai – Maehongsorn

The Shore at Katathani Resort - Phuhet

The Bangkok Thonglor - Bangkok

137 Pillars Suites & Residences Bangkok

The Sky Sukhumvit 49 - Bangkok

Metro Luxe Kaset – Bangkok

The Edge Sukhumvit 23 – Bangkok

The Line Jatujak – Bangkok

Ideo Mobi Bangsue-Grand Interchange 

– Bangkok

Magnolias Ratchadamri Boulevard – Bangkok

The Riviera Jomtien – Chonburi

Hotel

Condominium

Denla Kindergarten, Phetkasem

Denla Kindergarten, Rama 5

Norwich International School, Rama 2

Kids Kingdom International Kindergarten 

The First Steps International Pre-School

Australian International School Bangkok 

Concordian International School

VERSO International School

Kwangtong School - Sukhothai

Vachiralai School – Chiang Mai

Vision Swimming Academy Swimming Pool

Bangkok Swim Academy Sukhumvit 71

Lanna International School - Chiang Mai

SCG Muangthong United Football Club – Mueangthong

SCG Muangthong United Football Club – Kirin Valley Khaoyai

True Bangkok United

The Villa Health Club - Bangkok

The Legacy River Kwai Resort – Kanchanaburi

Krabi Onsen & Spa – Krabi

The Hotspring Beach Resort and Spa – Phang Nga

Baby Pool

Baby Swimming

Swimming Kids

Swim Kidz

Little Whale

Bangkok Kids

Baby Frog

Ichi Baby Center

Spa

Kids Swimming Academy

Arun Health Garden – Bangkok

Sukjaibodyfit Wellness – Saraburi

Hatyai Chivasuk 

Siriraj Piyamaharajkarun Hospita – Bangkok

Ramadhibodi Chakri Naruebodindra Hospital

Samitivej Srinakarin Hospital

Sabaijai Farm

Chaiyo Farm

Vision Swimming Academy Swimming Pool 

Bangkok Swim Academy Sukhumvit 71

Aquarich Thailand   

Embassy of the United States, Bangkok

Sireetarn Marine Endangered Animals 

Rescue Center

Hydrotherapy Pool

Hospital

Vegetable Farm

Other

School

 Swimming Academy 




